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Advanced Technology Video, Inc.



Dear Valued Customer, 

On behalf of Advanced Technology Video, we are proud 
to  present the new ATV 2009 Short Form Product Catalog.  
We hope you ýnd this catalog a useful reference for the ATV 
products available in 2009.

For over two decades ATV has continued to provide high-
quality products to our CCTV partners. We look forward to 
continuing with the same quality service you have come to 
expect from ATV. 

As an added bonus, we have recently updated the www.
ATVideo.com website. Feel free to go online for the latest 
literature, downloads and support information. 

Thank you for your continued interest and support of 
Advanced Technology Video. 

Sincerely,
The staff of ATV
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    Full Body Cameras 
C310CN - 1/3” high-resolution Sony DSP color camera
• High-performance standard resolution; 480TVL
• 1/3” Interline Transfer CCD
• Equipped with electronic iris
• Advanced back light compensation
• Power 24VAC

C320CB - Very high-resolution color camera with low-light 
 shutter
• 540TVL 1/3” Sony Super HAD CCD image sensor
• Day/Night digital slow shutter modes for extreme low light
• Ultra sensitivity, minimum illumination 0.3 lux (color) / 
      0.002 (B/W)
• Super back light compensation
• Dual power 12VDC or 24VAC

C540TDN - True D/N Super high-resolution (540TVL)
color camera
• 540TVL 1/3” Sony Super HAD CCD image sensor
Å Mechanical ICR (Infrared Cut-ýlter Removal) operation
• Day/Night digital slow shutter modes for extreme low light
• On Screen Menu (OSD) programming of all camera 
      functions
• Ultra sensitivity minimum illumination of 0.3 lux (color)
• Sens-up (x2~x128)
• Super back light compensation
• Dual power 12VDC or 24VAC

C330WDR - Wide dynamic range Day/Night color
camera w/digital slow shutter
• 480TVL 1/3” Sony Super HAD CCD image sensor
Å Mechanical ICR (Infrared Cut-ýlter Removal) operation
• Day/Night digital slow shutter modes for extreme low light
• On Screen Menu (OSD) programming of all camera 
      functions
• Minimum illumination 0.5 lux (color), 0.04 lux (B/W) and 

0.001 lux (DSS)
• Noise-reduction technology for increased picture quality 
      and smaller digital recorded ýle sizes
• Dual power 12VDC or 24VAC

Full Body Camera Lens
CS Mount 1/3” format auto-iris lens
• A-LTV2Z3314GCS – 3.3~8mm varifocal auto-iris lens
• A-LTV12Z0516GCS – 5~60mm varifocal auto-iris lens
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Stationary Dome Cameras~Indoor 
FD375VA
• Indoor mini-dome
• 480TVL color camera
• 4~9mm varifocal auto-iris lens
• 12VDC or 24VAC power @ 3.0 Watts

FD540VA
• Indoor mini-dome
• 540TVL color camera
• 4~9mm varifocal auto-iris lens
• 12VDC or 24VAC power @ 3.0 Watts

FD540DN ICR Day/Night
• Indoor mini-dome with ICR
• 540TVL Day/Night color camera
• 4~9mm varifocal auto-iris lens
• 12VDC or 24VAC power @ 3.5 Watts

FD540DNIR Day/Night Color Camera w/23 IR LEDs
• Indoor mini-dome with ICR
• 540TVL Day/Night color camera w/23 IR LEDs
• 4~9mm varifocal auto-iris lens 
• 12VDC or 24VAC @3.0 / 6.0(LEDs) Watts

Stationary Dome Cameras~Outdoor
VD540VA
• Rugged indoor/outdoor mini-dome
• 540TVL color camera
• 4~9mm varifocal auto-iris lens
• 12VDC or 24VAC @ 3.0 Watts

VD540DNH ICR Day/Night
• Rugged indoor/outdoor mini-dome with ICR
• 540TVL Day/Night color camera
• 4~9mm varifocal auto-iris lens 
• Factory installed 20 Watt heater
• 12VDC or 24VAC @3.5 Watts (24 Watts with heater) 

VD540DNIRH Day/Night Color Camera w/23 IR LEDs
• Rugged indoor/outdoor mini-dome with ICR
• 540TVL Day/Night color camera w/23 IR LEDs
• 4~9mm varifocal auto-iris lens (ICR)
• Factory installed 20 Watt heater
• 12VDC or 24VAC @3.5-Watts (26 Watts with heater) 

Accessories for Stationary
Mini-Domes

VDSMOUNT	 • Surface mount brkt for VD series (non-angled)

HT202VE	 • Heater Kit for VD5 series mini-dome

VDMWC	 • Wall or Ceiling mount (hardware for either one)
  • Indoor and outdoor rated
  • Accommodates all FD, VD & SVD series domes
  • All mounting hardware included

FDCAP	 • Back shell of VDMWC only
  • For use with 1” NPT pipe or ¾” EMT w/adapter
 • 1” to ¾” adapter hub available elsewhere

3

NEW

NEW

NEW

NEW



Bullet Cameras
S230CWPS
• 1/3” CCD Compact Color Bullet Camera
Å 380TVL with 3.6mm ýxed lens
• Mounting bracket & 12VDC power supply included

Day/Night IR Bullet Cameras
S35CHPS 
• 1/3” CCD Day/Night Color Camera
Å 550TVL with 6mm ýxed lens
Å 6 IR LEDs and split glass window (reduce reþection)
• Weather-resistant IP66 rating with sunshield
• Mounting bracket & 12VDC power supply included

S35CHPS36
• 1/3” CCD Day/Night Color Camera
Å 550TVL with 3.6mm ýxed lens
Å 6 IR LEDs and split glass window (reduce reþection)
• Weather resistant IP66 rating with sunshield
• Mounting bracket & 12VDC power supply included

SDN655PS
• 1/3” CCD True Day/Night Color Camera (ICR)
• 550TVL with 3.8~9.5mm Aspheric VF AI lens
• 18 IR LEDs and split glass window 
      (reduce reþection)
• Weather-resistant IP67 rating with sunshield
• Mounting bracket & 12VDC power supply included

Specialty Cameras
FS100H
• Day/Night Color camera in exit door height
      strip housing
Å 525TVL with 3.7mm ýxed lens
• Wall mount swivel bracket for proper positioning
• 4’~6’-6” color coded graduated height markings
• 12VDC power supply included

FS150H
• Day/Night Color camera in mini-strip housing
Å 525TVL with 3.7mm ýxed lens
Å Black anodized housing with black face plate
Å Unique design for horizontal or vertical installation
• 12VDC power supply included
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Environmental Housing
 

HT1203N
• Top access w/sunshield, heater & blower
• 12” overall length with dual locking clamps
• Dust-proof, IP66 weatherproof rating
• Epoxy powder coated for corrosion resistance
• “Flex-mount” adjustable camera mounting tray
• 24VAC blower & 20 watt heater

Camera Mounts
CM-TBAR
• T-bar mount with universal ball head
• 360° articulation
• ¼”-20 screw mount w/adjustable plate

CMD16W
• Wall/Ceiling adjustable camera mount
• White plastic camera mount
• 360° pan, 0°~90° tilt
• ¼”-20 screw mount w/adjustable plate
 Housing Mounts & Adapters

HMW13
• Wall mount for the HT1203 Housing
• Rugged corrosion resistant aluminum design
• 360° pan, 75° tilt adjustment
• 20 lb max load

A-CS166
• “J” bracket design for ceiling mounting of HT1203
• Rugged corrosion resistant aluminum design
• 360° pan, 75° tilt adjustment
• 30 lb max load

A-CS164A
• Medium duty “J” mount for vertical pipe or pole
• Stainless steel mounting straps (included)
Å Minimum pole size 3ò
• 360° pan, 75° tilt adjustment
• 40 lb max load
 

A-CM150
• Corner mount bracket for HMW13
• Die cast aluminum corrosion resistant
• Can also be used with Speed Dome wall mount
• Maximum load 63.5lbs (25kg)
    

CM151
• Pole mount bracket for HMW13
• Die cast aluminum corrosion resistant
• Can also be used with Speed Dome wall mount
Å Maximum pole size 4.75ò
Å Minimum pole size 2.5ò
• Maximum load 63.5lbs (25kg)
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Power Supplies
P3AC24-4-7CB
• 24VAC 4-channel power supply
• 7 Amps total output
• Individual circuit breaker per channel

P3AC24-8-12CB
• 24VAC 8-channel power supply
• 12 Amps total output
• Individual circuit breaker per channel

P3AC24-16-25CB
• 24VAC 16-channel power supply
• 25 Amps total output
• Individual circuit breaker per channel

P3DC12-8-10CB
• 12VDC 8-channel power supply
• 10 Amps total regulated output power
• Individual circuit breaker per channel

RT2440SL
• 24VAC plug-in power supply (wall wart)
• Will power HT1203N housing w/heater-blower
Å 40 VA power, UL certiýed

PS-12
• Regulated 12VDC plug-in power supply (wall wart)
• 12VDC @ 300mA

YK-12150U
• Regulated 12VDC power supply
• 12VDC @ 1.5Amps (26 Watts)

PS244A
24VAC dual-channel power supply
4 Amps total output

•
•
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PTZ Domes & Accessories
Omni View Speed Dome

SD535DW 35x Speed Dome
• High-resolution (540TVL) Day/Night (ICR) WDR camera
• Optical (35x) (3.4mm~119mm) Digital (12x)
Å 360Á Rotation, Electronic Image þip at 90Á tilt
• 240 preset positions with individual camera AE setup
• 8 Tours consisting of presets, patterns and other tours
• 16 Auto-Scans w/normal, vector & random scanning
• 8 Dynamic Privacy Zone masking areas
• Smooth vector scan mode while moving
• Variable speed from 0.1°/sec to 380°/sec
• 8 local alarm inputs (NO/NC) 4 Relay outputs
• Motion detection function
• Dual power 12VDC or 24VAC
• RS485/422 Receiver/Driver incorporated
• Optional mounts and housings

Omni View Mini-Dome
SVD410SN
• 480TVL
Å Optical (10x) (3.15mm~31.5mm) Digital (10x) zoom 
• 359° pan, 90° tilt rotation
• Compact 6” diameter dome, IP66 rated
• Impact resistance design for high risk areas
• Up to 60 presets, 4 Tours & 4 Auto-Scans
• Dual power 12VDC or 24VAC
• One local alarm input to command a preset or tour
• RS485 Receiver/Driver incorporated
• Optional 20 Watt Heater kit (SVD4HK)
• Optional wall/pendant mount (VDMWC)
• Can be controlled by Falcon DVRs or optional keyboard	

SVD422S8 - Coming Soon!
• High-resolution 480TVL 
Å Optical (22x) (3.9mm~85.8mm) Digital (11x) zoom
• 360° Rotation, 0°~90° (Auto Flip; on/off)
• Day/Night (ICR) WDR, DSS, AWB
• Up to 60 presets, 4 Tours & 4 Auto-Scans
• RS485 Receiver/Driver incorporated
• Impact resistance design for high risk areas
• Compact 6” diameter dome, IP66 rated
• One local alarm input to command a preset or tour
• Dual power 12VDC or 24VAC
• Can be controlled by Falcon DVRs or optional keyboard

	

Mini-Dome Accessories
	
SVD4HK • Heater kit for SVD410SN

SVD5HK Heater kit for SVD422S8•
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Housings for Speed Dome
DH304-OC	 • Outdoor Speed Dome Housing
  • IP66 rating with heater & blower
  • Clear Bubble with Sun Shield

DH304-IC	 • Indoor Speed Dome Housing
   • IP66 rating with heater & blower
   • Clear Bubble without Sun Shield

Mounts for Speed Dome
	
	 PB120	 • Power box with built-in wall mount
  • 120VAC input / 24VAC outputs to dome
  • Junction for all video/power/data connections.
	
	 DH403-AX 	 • Power Box Accessory
  • Wire harness from junction box to dome assy
	
	 DB241	 • Ceiling mount bracket for DH304 series
	 DB242	 • Wall mount bracket for DH304 series
	
	 D-CPLR	 • Threaded coupler pair (2 pcs)
  • Interface NPT thread to DH304 series threads
	
	 FM-SD1	 Å Indoor þush mount ceiling housing
  • Can be used in drop ceiling or drywall
  • Sturdy steel construction
  • Safety lanyard included
  • Injection molded trim ring
	
	 TMSD1	 • Drop Ceiling T-Bar surface mount bracket
  • Attaches to intersecting corners of drop ceiling rails
  • Pre-drilled ½” cable access throughput
  • Rugged steel construction
	
		  PMSD1		  •  Roof-top or parapet mount for outdoor DH304
     Å  Can be mounted to þat roof top or attached to 
       inside surface of a roof parapet.
     •  Aluminum construction to resist corrosion
     •  Stainless steel mounting hardware included
     •  Allows dome to swivel over roof for servicing
	

Mounts for Mini-Domes
    	
	 VDMWC	 • Wall or Ceiling mount (hardware for 
          either one)
  • Indoor and outdoor rated
  • Accommodates all FD, VD & SVD 
         series domes
  • All mounting hardware included

    	 FDCAP	 • Back shell of VDMWC only
  • For use with 1” NPT pipe or ¾” EMT with   
   adapter
  • 1” to ¾” adapter hub available elsewhere

    	 FDCAP2	 • Back shell for SVD422S8
  • Can be used with VDMWC or 1” pipe
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Keyboard Controllers
Speed Dome & Mini-Dome controllers

SDC5LCDN
• Easy to use ergonomic design
• 5” LCD Flat Screen for menu & camera display
• Controls up to 99 Falcon DVRs or 255 Talon Muxes
• Multiple user support of up to four keyboards
Å 3 axis pan, tilt, zoom joystick control

SDK162J
• Stylish design with additional jog/shuttle control
Å 3 axis pan, tilt, zoom joystick control
• Direct connect or use optional junction box
• 16 x 2 Line LCD Display
• Multiple user support of up to four keyboards

INK1000 – Network Keyboard Controller
• Control multiple DVRs, PTZs & Network cameras
• Function mapping (up to 8 functions)
• Control for MMX matrix switch
• Ethernet connection and RS485 connection
• 2-body system for right or left hand joystick control
• Soft-touch buttons & ergonomic arrangement

               Accessories
Repeater
• Passive converter from RS232 to RS485
Å Data ampliýer/repeater when powered by 12VDC
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Digital Video Recorders
DR Series Recorders

FA-DR4160 4-Channel, 160GB HD
• 4 looping video and 4/1 audio channels
• 120 images per second globally
• CIF, 2CIF and 4CIF Record Resolutions
• USB 2.0 connection on front
• USB support for mouse function
Å USB support of external HDD, CD-RW or þash
• Remote access via client S/W, Browser or PDA
• Handheld IR remote included 

FA-DR4250 4-Channel, 250GB HDD
• 4 looping video and 4/1 audio channels
• 120 images per second globally
• CIF, 2CIF and 4CIF Record Resolutions
• USB 2.0 connection on front
• USB support for mouse function
Å USB support of external HDD, CD-RW or þash
• Remote access via client S/W, Browser or PDA
• Handheld IR remote included

FA-DRXXXCD / FA-DR16XXXDVD
8- or 16-Channel 250GB, 500GB HDD (up to 3TB)
• 8 or 16 looping video and 2/1 audio channels
• 120 ips globally @ CIF Record Resolution
• CIF, 2CIF & 4CIF Recording Resolution Options
• 2 USB 2.0 connections – 1 front, 1 Back
• USB support of mouse function
• PTZ control with multiple protocol selection
• Built-in CD-RW or DVD-RW burner for archiving
• 3 HDD slots for up to 3TB internal storage
• POS direct connection via RS232
• MPEG 4 compression
• Remote access via client S/W, Browser or PDA
• Analytical search functions
• Pre-alarm recording up to 30 minutes
	

XR Series Recorders
FA-XR8XXD / FA-XR16XXD
8- or 16-Channel 250GB, 500GB HDD (up to 3TB)
• 8- or 16-channel 250 or 500GB HDD options
• 8 or 16 looping video and 4/1 audio channels
• 3 HDD slots for up to 3TB internal storage
• Mirroring of internal HDDs possible
• 240 ips globally @ CIF Record Resolution
• 3 USB 2.0 I/O ports plus Ultra-Wide SCSI interface
• Built-in DVD-RW burner for archiving
• Concurrent BNC-SVHS & VGA monitor outputs
• 4 Spot monitor outputs
• MPEG 4 compression
• Remote access via client S/W, Browser or PDA
• Analytical search functions
• Pre-alarm recording up to 30 minutes
• Scheduled Archiving to internal or external storage
• POS direct connection via RS232
• PTZ control with multiple protocol selection
• Handheld IR remote & mouse included
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DVR Accessories
XDLBB2
• Lock box constructed of electrolytic 
       galvanized iron
• Removable top lid for easy access
• Hinged front door with keyed lock
• Rack mount brackets included
• Maximum load capacity 30 lb (13.5kg)
• Black case color

Matrix / Multiplexers / Quad
MMX1000 – Digital Matrix System

Virtual matrix switch in conjunction with DVRs
Controlled by INK1000 using Ethernet connection
16 inputs 4 Quad outputs 4 Spot outputs & 1 Main
Cascade multiple MMX in master/slave conýguration

•
•
•
•

TALON16C / TALON9C / TALON4M
• Triplex Multiplexer
• Looping inputs, BNC, S-Video main monitor outputs
• Programmable spot monitor outputs
• Alarm I/O and built-in motion detection
• RS485 for control of PTZ
• Power supply, handheld remote & PS2 mouse included

QC4
• 4 looping inputs and two monitor outputs
• Various quad and PIP display modes
• 4 programmable alarm inputs – one relay output

Accessories
RM-TALON
• Replacement handheld remote control for Talon16C

ALM-TALON
• Replacement alarm board for Talon16C

PS-TALON
• Replacement power supply for Talon16C

YK-12150U
• Replacement power supply for QC4

NEW
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Monitors
Desktop Monitors

M170CP2
• 17” TFT LCD Panel – 1000:1 Contrast Ratio
• Looping Video Inputs (BNC & Y/C) plus VGA
• 80° Viewing Angles (L/R/U/D)
Å 3D Comb ýlter and DNR
• Desk Stand included or 100mm VESA 
 mounting system
Å Slim design with a thin bezel
• 12VDC @ 2 Amps – Power supply included
• Optional rack mount available (RCKMT17)

 M190CP2
• 19” TFT LCD Panel – 1000:1 Contrast Ratio
• Video Inputs Looping (BNC & Y/C) plus VGA
• 80° Viewing Angles (L/R/U/D)
Å 3D Comb ýlter and DNR
• Desk Stand included or 100mm VESA 
 mounting system
Å Slim design with a thin bezel
• 12VDC @ 2.5 Amps – Power supply included
• Optional rack mount available     
 (RCKMT19)

PVM Lite Series

M200LC2
• LCD Monitor 640x480
• No Internal camera
• 12VDC @ 500mA output provided for external   
 camera
• Handheld IR remote control included
• 12VDC @ 6 Amps power requirement (included)
• Black Case

M201LC2-WDR
• LCD Monitor 640x480
• Color WDR Camera 540TVL with 2.8~11mm VF, 
 AI lens
• 12VDC @ 500mA output provided for external   
 camera
• Handheld IR remote control included
• 12VDC @ 6 Amps power requirement (included)
• Black Case

NEW
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PVM Lite Series

26” Public View Monitors
M260WLC
• Wide LCD Monitor 1366x768, 1500:1 Contrast ratio
• No Internal Camera, 12VDC output for external 
 camera
• Handheld IR remote control included
Å 2-5 Watt ampliýed front facing speakers, line 
 level input
• 24VDC @  4 Amps power requirement (included)
• Black Case

M261WLC-WDR
• Wide LCD Monitor 1366x768, 1500:1 Contrast ratio
• Color WDR Camera 540TVL w/2.8~11mm VF, AI lens
• Handheld IR remote control included
Å 2-5 Watt ampliýed front facing speakers, line level input
• 24VDC @ 4 Amps power requirement (included)
• Black Case

32” Public View Monitors
 M320WLC
• Wide LCD Monitor 1366x768, 1200:1 Contrast ratio
• No Internal Camera, 12VDC output for external 
 camera
• Handheld IR remote control included
Å 2-5 Watt ampliýed front facing speakers, line 
 level input
• 24VDC @  7.5 amps power requirement (included)
• Black Case

 M321WLC-WDR
• Wide LCD Monitor 1366x768, 1200:1 Contrast ratio
• Color WDR Camera 540TVL w/2.8~11mm VF, AI lens
• Handheld IR remote control included
Å 2-5 Watt ampliýed front facing speakers, line level input
• 24VDC @  7.5 amps power requirement (included)
• Black Case
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