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AZBLN1247DW 
4 Zones HDTV over Cat5e Hub Kit .  

Designed to be used in HDTV audio/video 
with IR control for multi -room applications.  
12V power supply, Delivery Distance: Audio 
:400ft, Video : 400ft @1080i  , Loop -out 
function 

AZBLN1246W 
HDTV over Cat5e Receiver.  Designed to be 

surface mount in in -wall HDTV audio/ video 
with IR control for multi -room applications. 
Used with AZBLN1247DW  
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AZBLN1246W 
HDTV over Cat5e Receiver.  

Designed to be surface 

mount in in -wall HDTV 

audio/ video with IR control 

for multi -room applications.  

Used with AZBLN1247DW 

AZ1272 
Brush Wall Plate 

Audio / Visual 

AZBLN1169W 
RGB Video / Digital Audio Wall Plate Insert with Plates 

Over Cat 5e RJ45 

480p: 330 ft  

720p: 250 ft  

1080i: 165 ft  

Digital Audio : 325 ft  

AZBLN1250W 
In-Wall Integrated A/V CAT5  

Extender with plates  
Audio :300 Meters 

Composite Video: 1000 ft  

Component Video :  

480p: 330 ft  

720p: 250 ft  

1080i: 165 ft  

AZ1184 
1x9 HDTV Distribution Amplifier with 
Loop-out 
Can hook up to 81 stereo audio/component video 

devices by using its loop-out function.  

Terminals for input/ outputs: RCA jack  

Housing : Black metal  

Power Supply : 12VDC, 1.2A switching power  
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AZBLN8820 
RGB Video over Cat5e extender 

RCA in/out 

RJ45 in/out 

Max distance 500ft 

AZBLN8820-IR 
RGB Video / IR over Cat5e extender 

RCA in/out & IR 

RJ45 in/out 

Max distance 300ft 

AZBLN8830 
Audio & Video over Cat5e extender 

RCA in/out 

RJ45 in/out 

Max distance 500ft 

AZBLN8860 
VGA / PS2 over  2 x Cat5e Extender Set 

For use with Monitor, Mouse & Keyboard 

Max. distance 150ft 

AZBLN8830-IR 
Audio & Video / IR over Cat5e extender 

RCA in/out & IR 

RJ45 in/out 

Max distance 500ft 

Audio / Visual 

AZBLN8870 
VGA / 3.5mm Audio Extender Set 

For use with Monitor and Audio 

Over Cat5e 

Max. distance 150ft 
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Audio / Visual 

AZ1270  
VGA + Audio Over CAT5 Transmitter & Receiver 

with Chainable Function  

Support VGA & Audio CAT5 Repeater +Receiver.  

VGA video & audio signal transmission via single UTP 

cable (CAT5 / CAT5e).  

4 ports RJ45 outputs for transmission.  

With local VGA & audio outputs  

Power supply included.  

 

Distance via CAT5 Cable:  

640*480 pixels    (VGA)ð1000ft  

800*600 pixels   (SVGA)ð675ft 

1024*768 pixels   (XGA)ð600ft  

1600*1200 pixels (UXGA)ð330ft 

AZ1269 
VGA + Audio Over CAT5 Receiver 

with Chainable Function 

Support VGA&Audio CAT5 Repeater 

+Receiver.  

Support 2X VGA+Audio Distribution 

Amplifier.  

EQ (Sharpness) and GAIN 

(Brightness) control are Adjustable.  

VGA & Audio signal transmission via 

single UTP cable (CAT5 / CAT5e).  

Provides Chainable Function up to 3 

Units.  

Power supply included.  
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Audio / Visual 

This HDMI Splitter is an HDMI splitter with four RJ45 outputs. It distributes the input of the HDMI signal into the four iden tical 

outputs simultaneously. Four HDMI Extender Receivers by Cat5 x1 receive the distributed signal from the splitter and transmit 

to displays individually.  

Each receiver works with the splitter as a full functional module. Only by the most inexpensive UTP cable with cross stand 

inside the full functional module extend the HDTV display up to 50 meters for 1080p.  

  

This HDMI Splitter offers solutions for HDTV retail and show site, HDTV, STB, DVD and Projector factory, noise, space and 

security concerns, data center control, information distribution, conference room presentation, school and corporate training  

environments.  

 

1Easy to Use: Install in seconds, no need of setting. 

One pair as a full functional module,  

One piece of CAT-5e/6 cable can substitute HDMI cable to achieve long distance transmission.  

Follows the standard of IEEE-568B.  

Transmission distance can be up to 50 meters for 1080p using CAT-5e / CAT-6 Cable. 

Supports HDMI1.2a. 

Supports highest video resolution 1080p. 

Supports 165MHz/1.65Gbps per channel (4.95Gbps all channel) bandwidth. 

Supports 8bit per channel (24bit all channel) deep color. 

Supports uncompressed audio such as LPCM 

Sold as a Kit 

AZHDMI4X                                                                  
HDMI Distribution / Extender over Cat5e     

This unit comes with Distribution unit, 4 
receivers and power supplies 
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AZHDMI30A 
HDMI Extender by CAT-5e/6 
uses two pieces of CAT-5e/6 
cables to extend the HDTV 
display up to 30 meters for 
1080p.  It not only breaks the 
limitation of the HDMI cable 
transmission length but also 
CAT-5e/6 has more flexibility 
and convenience in cable.                                     
Sold in Pair 

Audio / Visual 

 

- Supports HDCP 

- Supports uncompressed HDMI signal. 

- Enables HDMI10.2 Gbps and 100Mbps Ethernet in parallel over a single 100m Cat5e/6 cable.  

- Supports 340MHz/3.4Gbps per channel (10.2Gbps all channel) bandwidth. 

- Supports 1080p@60Hz@48bit pixels 

- Supports 3D pass-through. 

- Supports CEC pass-through. 

- Supports uncompressed audio such as LPCM. 

- Supports compressed audio such as DTS Digital, Dolby Digital (including DTS-HD and Dolby  True HD) 

- There are 3 standard Ethernet ports with switching capabilities on each unit. There is no difference - between the 3 and any 

type of connection topology is permitted.  

- Built-in IR extender function allows IR remote control of Source devices from remote viewing location by sending IR 

commands received in the vicinity of the Display back to the Source devices. 

- CAT5e/6 cable follows the standard of IEEE-568B.  

- One pair as a full functional module, 
no need of setting.  
- CAT-5e/6 cable can substitute HDMI 
cable to achieve long distance 
transmission.  
- Follow the standard of IEEE-568B.  
- Transmission distance can be up to 30 
meters for 1080p using CAT-6 Cable. 
- Compact size. 
- Signaling rates up to1.65Gbps in 
support of 1080P display. 
- HDCP compliant. 

AZHDMIE100 
The Extender is based on the HDBaseT technology. It 
extends your HD display with the resolutions of 
1080p/60Hz up to 330 feet (100 meters) away from your 
HDMI or DVI-D source using one CAT5e/6 cable. It also 
extends Ethernet and provides an IR back channel to 
control AV sources using the same CAT5e/6 cable. The 
three Ethernet ports on both the Sender and Receiver are 
connected to standard network devices such as 100Base-
T routers and hubs. Built-in IR extender function allows 
IR remote control of Source devices from remote viewing 
location by sending IR commands received in the vicinity 
of the Display back to the Source devices. 
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AZIP01 
A low cost and easy, speedy 

solution to allow you use existing 

coax cable to send IP camera 

signal.  

 

Sold in pairs to be used with your 

RG59 cable to exceed the IEEE 

802.3 10BaseT NEXT specification.  

 

Working range up to 500ft at 

10Mbps speed. 

IP Extenders 

AZIP02 
IP extender is designed to extend any TCP/IP devices for long range 

transmission up to 6000ft over existing coaxial . 
 
It is completely transparent to protocols, codes, and applications 
ensuring compatibility with any IP camera and its management 
software. 

 
It is perfect solution for sending IP video links to remote camera 
installation that are beyond the 325ft  distance limit of Ethernet . 

AZIP03 
IP extender is designed to extend any TCP/IP devices for long 

range transmission up to 4000 ft over  existing cost effective CAT5 
cable. 
 
It is completely transparent to protocols, codes, and applications 
ensuring compatibility with any IP camera and its management 

software. 
 
It is perfect solution for sending IP video links to remote camera 
installation that are beyond the 325 ft distance limit of Ethernet.  

300M  50Mbps 
600M  45Mbps 

1000M 40Mbps 
1800M 20Mbps 

300M  50Mbps 
600M  40Mbps 

1200M 20Mbps  

AZEP0E1 
Easy POE ï Passive for injecting power over 

unused pairs of network cable.   Working 

distance depends on power supply.  Great 

for when converting fro existing analog 

cameras to IP / POE Cameras. Power 

adaptor not included.  PAIR 
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AZHDMI30A 
HDMI Extender by CAT-5e/6 
uses two pieces of CAT-5e/6 
cables to extend the HDTV 
display up to 30 meters for 
1080p.  It not only breaks the 
limitation of the HDMI cable 
transmission length but also 
CAT-5e/6 has more flexibility 
and convenience in cable.                                     
Sold in Pair 

Audio / Visual 

 

- Supports HDCP 

- Supports uncompressed HDMI signal. 

- Enables HDMI10.2 Gbps and 100Mbps Ethernet in parallel over a single 100m Cat5e/6 cable.  

- Supports 340MHz/3.4Gbps per channel (10.2Gbps all channel) bandwidth. 

- Supports 1080p@60Hz@48bit pixels 

- Supports 3D pass-through. 

- Supports CEC pass-through. 

- Supports uncompressed audio such as LPCM. 

- Supports compressed audio such as DTS Digital, Dolby Digital (including DTS-HD and Dolby  True HD) 

- There are 3 standard Ethernet ports with switching capabilities on each unit. There is no difference - between the 3 and any 

type of connection topology is permitted.  

- Built-in IR extender function allows IR remote control of Source devices from remote viewing location by sending IR 

commands received in the vicinity of the Display back to the Source devices. 

- CAT5e/6 cable follows the standard of IEEE-568B.  

- One pair as a full functional module, 
no need of setting.  
- CAT-5e/6 cable can substitute HDMI 
cable to achieve long distance 
transmission.  
- Follow the standard of IEEE-568B.  
- Transmission distance can be up to 30 
meters for 1080p using CAT-6 Cable. 
- Compact size. 
- Signaling rates up to1.65Gbps in 
support of 1080P display. 
- HDCP compliant. 

AZHDMIE100 
The Extender is based on the HDBaseT technology. It 
extends your HD display with the resolutions of 
1080p/60Hz up to 330 feet (100 meters) away from your 
HDMI or DVI-D source using one CAT5e/6 cable. It also 
extends Ethernet and provides an IR back channel to 
control AV sources using the same CAT5e/6 cable. The 
three Ethernet ports on both the Sender and Receiver are 
connected to standard network devices such as 100Base-
T routers and hubs. Built-in IR extender function allows 
IR remote control of Source devices from remote viewing 
location by sending IR commands received in the vicinity 
of the Display back to the Source devices. 

Azco 
Technologies Inc.  

IP 

AZIP01 AZIP01 

AZIP02 AZIP02 

AZIP03 AZIP03 

AZIP03 AZIP03 
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AZIP01 
A low cost and easy, speedy 

solution to allow you use existing 

coax cable to send IP camera 

signal.  

 

Sold in pairs to be used with your 

RG59 cable to exceed the IEEE 

802.3 10BaseT NEXT specification.  

 

Working range up to 500ft at 

10Mbps speed. 

IP Extenders 

AZEP0E1 
Easy POE ï Passive for injecting power over 

unused pairs of network cable.   Working 

distance depends on power supply.  Great 

for when converting fro existing analog 

cameras to IP / POE Cameras. Power 

adaptor not included.  PAIR 

AZPOE1000M 
POE/LAN RepeaterExtend of both power and data to beyond 325ft. Send Power Over 
Ethernet to remote sites .Passive, no power need. Compatible with universal IEEE 
802.3af POE standard.  This Mid Span repeater will allow up to 500 ft on either side 
allowing for 1000 ft total distance. 
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IP / POE 
Extenders 

AZPOE3500                                                                

Power over Ethernet (PoE+) and 100Mbps Full Duplex Ethernet Extender Kit 

Single-Line Ethernet Extender Kit is the world's only available solution to deliver Voice, Data and PoE in a 
combined package that exceeds the IEEE distance limitations for all Ethernet equipment and 802.3at PoE 
Plus. The AZPOE3500 enables the simple installation of a PoE device up to 2,500ft (762m) From your LAN 

and Power Source. This is ideal for installing PoE IP Security cameras or PoE WiFi Access Points or for a 
standalone remote self powered LAN up to 3,500ft (1,067m).  
 
These extenders drive the reach of Ethernet to more than (10.7) ten times the typical Ethernet distance. 
2,500ft/762m distance if using the PoE power to drive up to a 30v PoE device or 3,500ft/1,067m distance if 

using the PoE power standalone for the remote device only and LAN2 output for data/voice.  
 
To increase the durability and extended use of the product providing maximum future technology 
protection, AZPOE3500 Extended PoE and Ethernet Units have been designed to meet the challenge of 
modern switched LANs and allows you to add features and capacity as your network expands. The units 

have been tested to provide full duplex transport up to 100MB/s over CAT2 cabling or better. These unit 
also support the use of standalone PoE injectors natively.  
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IP / POE 
Extenders 

AZPOE3500                                                                

Power over Ethernet (PoE+) and 100Mbps Full Duplex Ethernet Extender Kit 

Extended Ethernet with Power over Ethernet(PoE+) on 2, 3 or 4 pair existing Telephone wiring or 
category rated wiring.  

IEEE 802.3at PoE+ is delivered on pins 4/5 - positive and 7/8 - negative - Custom Reverse polarity cable 

available on request 
Rapid LAN style installation RJ45 jacks - no programming required.  

High Power PTZ Camera support (4-pair PoE+) available on request only  
Supports VoD (Video on Demand) and MPEG IP channels. 

Supports VoIP (Voice over IP). 

Network Equipment independence - Transparent to protocols, applications and MAC addresses. 
Sustained full-duplex service delivery end to end. 

Native PoE support for any standalone PoE injector to 2,500ft and up to 3,500ft when used for self 
powered LAN mode only. 

Sold as a Kit 
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CCTV 

AZBLN210 

PREMIUM 

VIDEO BALUN 

AZBLN210 
1 Ch Passive Video Transmitter 1500FT 
Video Transmission via UTP CAT5 Cable 

10-20% wire costs saved 
Premium High Quality Coil 

Outstanding interference rejection and transient protection  

Male BNC allows connection directly to the camera or DVR 
No power required 

Sold in Pair 
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AZBLN202 
1 Ch Passive Video Transmitter 1000FT 

with Pigtail 

Video Transmission via UTP CAT5 Cable 

10-20% wire costs saved 

Full-Motion CCTV Video at distances up to 

1000FT(300m) 

Outstanding interference rejection and 

transient protection  

Male BNC allows connection directly to the 

camera or DVR 

No power required 

Sold in Pair 

AZBLN201 
1 Ch Passive Video Transmitter 1000FT 

Video Transmission via UTP CAT5 Cable 

10-20% wire costs saved 

Full-Motion CCTV Video at distances up 

to 1000FT(300m) 

Outstanding interference rejection and 

transient protection 

Male BNC allows connection directly to 

the camera or DVR 

No power required 

Sold in Pair 

  

AZBLN205 
1 Ch Passive Video Transmitter 2000FT 

with Pigtail 

Video Transmission via UTP CAT5 Cable 

10-20% wire costs saved 

Full-Motion CCTV Video at distances up to 

2000FT(600m) 

Outstanding interference rejection and 

transient protection 

Male BNC allows connection directly to the 

camera or DVR 

No power required 

Tool-less installation 

Sold in Pair 

AZBLNGL 
Ground Loop Isolator to solve electrical differences in the 

ground from two different areas (Commonly seen as a roll 

in the picture and or thick black bar.)  Unit has built in 

TVS. 

AZBLN203 
1 Ch Passive Video Transmitter 1000FT 

Video Transmission via UTP CAT5 Cable 

10-20% wire costs saved 

Full-Motion CCTV Video at distances up 

to 1000FT(300m) 

Outstanding interference rejection and 

transient protection 

Male BNC allows connection directly to 

the camera or DVR 

No power required 

Sold in Pair 

AZBLN204 
1 Ch Passive Video Transmitter 1000FT 

one with Pigtail & one mini without.  

Video Transmission via UTP CAT5 Cable 

10-20% wire costs saved 

Full-Motion CCTV Video at distances up to 

1000FT(300m) 

Outstanding interference rejection and 

transient protection  

Male BNC allows connection directly to the 

camera ( Mini Unit ) or DVR ( Pigtail Unit )  

No power required 

Sold in Pair 

CCTV 

http://www.gogetcctv.com/media/catalog/product/cache/1/image/x500/e5c3f25dbe2a3021345b55270d5894a1/p/t/ptvb202p.jpg
http://www.gogetcctv.com/media/catalog/product/cache/1/image/x500/e5c3f25dbe2a3021345b55270d5894a1/p/t/ptvb202p.jpg


Azco 
Technologies Inc.  

www.azcotechnologies.com 

AZBLN213A 
1 channel Video/Power /Audio Transmits up to 500ft 

(A PAIR)  

Interference Rejection with Built -in Protection  

Lowers Cabling Costs. 

AZBLN213B 
1 channel Video/Power Transmits up to 500ft (A PAIR)  

Interference Rejection with Built -in Protection  

Lowers Cabling Costs. 

CCTV 

AZCC301 
 

Camera Power connection 

Used to connect power to cameraôs 

without cutting the camera lead and 

voiding the camera warranty. 10 Pack 

AZCC302 
 

Camera Tail extension 

Used to connect power to 

cameraôs without cutting the 

camera lead and voiding the 

camera warranty. 

10 Pack 

AZBLN215 
Passive Video and Power Transceiver, 1CH, Voltage: 

12V~36V    1.5A surge protection. Power Input & Surge 

Protection INDICATED LED Lights, Video distance over 

1000ft, Power Distance dependant on input voltage and 

voltage drop. (PAIR)  

AZBLN216 
Passive Video and Power and Control Signal 

Transceiver, 1CH, Voltage: 12V~36V    1.5A surge 

protection. Power Input & Surge Protection INDICATED 

LED Lights, Video distance over 1000ft, Power Distance 

dependant on input voltage and voltage drop. (PAIR)  
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AZBLNP1016 
The 16 Channel Passive Transceiver Box. It converts 16 

coax lines, BNC Jacks, to Screw Terminal Blocks. Cat5e, 

Video Only. Differential Capacitance: 62pf/m (maximum)  

AZBLNP108C 
The 8 Channel Passive 

Transceiver Box with leads. It 

converts 8 coax lines, BNC 

Jacks, to Screw Terminal 

Blocks and or 2 RJ45 

connections. Cat5e, Video 

Only. 1000 ft Passive Distance. 

AZBLNP104 
The 4 Channel Passive Transceiver Box. It converts 4 coax 

lines, BNC Jacks, to Screw Terminal Blocks or 1 RJ45 

connections. Cat5e, Video Only. 1000 ft Passive Distance. 

Technical Specifications: 

Frequency response: DC-8MHz 

Impedance: BNC 75 Ohm - RJ45 100 Ohm 

CMRR (Common Mode Rejection Ratio): 60Db 

Working Temp.: -10Á-70Á Storage Temp.: -30Á-70Á 

 

AZBLN-101A/AT 
The 1 Channel Active Transceiver Box. It converts 1 coax 

line, BNC Jacks, to Screw Terminal Block. Cat5e, Video 

Only. Transmission distance of up to 4000ft.  

CCTV 

AZBLNP108 
The 8 Channel Passive Transceiver Box. It converts 8 coax 

lines, BNC Jacks, to Screw Terminal Blocks and or 2 RJ45 

connections. Cat5e, Video Only. 1000 ft Passive Distance. 

Technical Specifications: 

Frequency response: DC-8MHz 

Impedance: BNC 75 Ohm - RJ45 100 Ohm 

CMRR (Common Mode Rejection Ratio): 60Db 

Working Temp.: -10Á-70Á Storage Temp.: -30Á-70Á 

 

Technical Specifications: 

Frequency response: DC-8MHz 

Impedance: BNC 75 Ohm - RJ45 100 Ohm 

CMRR (Common Mode Rejection Ratio): 60Db 

Working Temp.: -10Á-70Á Storage Temp.: -30Á-70Á 

 

Technical Specifications: 

Frequency response: DC-8MHz 

Impedance: BNC 75 Ohm - RJ45 100 Ohm 

CMRR (Common Mode Rejection Ratio): 60Db 

Working Temp.: -10Á-70Á Storage Temp.: -30Á-70Á 

 

AZBLNP104C 
The 8 Channel Passive 

Transceiver Box with leads. It 

converts 4 coax lines, BNC 

Jacks, to Screw Terminal Blocks 

and or 1 RJ45 connections. 

Cat5e, Video Only. 1000 ft 

Passive Distance. 
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AZCC301 
 

Camera Power connection 

Used to connect power to cameraôs 

without cutting the camera lead and 

voiding the camera warranty. 10 Pack 

AZCC302 
 

Camera Tail extension 

Used to connect power to 

cameraôs without cutting the 

camera lead and voiding the 

camera warranty. 

10 Pack 

Round Cable 
Height :  
6mm~8mm  

Round Cable 
Height :  
4mm~6mm  

Flat Wire 
Height: 
2.5mm~4mm  
Width :  
Below 8mm 

AZ1407 ï 200 pcs per pack AZ1405 ï 200 pcs per pack 

Flat Wire 
Height: 
4.5mm~6.3mm  
Width :  
Below 10.3mm 

AZS667 
 

 

 

 

 

Å Lightweight 

Å Ergonomic Grip 

Å Made for Low Voltage Cable installers 

Å Easy to use and load 

Å Can be used on Round or Flat Cables 

Å Interchangeable heads - allows you to change                                            

the staple-guide plates easily 

AZCC303 
Power connection 

Used to connect power to Camera Tail 

extension. 10 Pack 

CCTV 
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AZW6922 
5.8GHz 18dBi Panel Antenna 

Hardware 

Pole not included 

AZWNSMA 
3ft Cable for Camera to Panel Antenna 

No Connector 

AZW5823 
Transmitter 

16 Channel switchable PLL Synthesizer 

Video / Audio 

5.8 GHz ism band   - 1000mw 

Omni-Directional Antenna Gain  2.15dBi 

Transmission Range 3600 ft (OpenSite) 

Used with AZW5820 / AZW5302 

 

  

AZW5820 
Receiver 

16 Channel PLL Synthesizer 

Video / Audio 

5.8 GHz ism band  

 

  

AZW5229-3 
Camera with Transmitter 

16 Channel PLL Synthesizer 

5.8 GHz ism band   - 1000mw 

520 TVL, Auto Iris, 100ft IR 

12 mm Lens 

Omni-Directional Antenna Gain 5dBi 

Bracket 

Waterproof Solid Alum Housing  

Indoor/Outdoor Camera 

-20c to -70c 

Transmission Range 3600ft (OpenSite) 

Used with AZW5820 / AZW5302 

AZW5302 
4 Ch Simultanement Multi-Receiver 

Can receive 4 Signals. Video Channels 

For Clean installation at DVR 

Omni-Directional Antenna Gain 5dBi 

5.8 GHz ism band  

Wireless ) ) ) 
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Wireless ) ) ) 

AZW5905TR 
Transmitter & Receiver 

D1 30fps per Channel 

H.264 Video Compression 

G.721 Audio Compression 

2.4 GHz Digital Microwave Transmission 

2000mw Transmission Power up to 3000ft 

(Open Site) 

Antenna Gain  5dBi 

Bi-directional Audio Capability 

Analog PTZ Control via RS-485 wireless 

 

  

AZW5905P 
Transmitter & Receiver 

D1 30fps per Channel 

H.264 Video Compression 

G.721 Audio Compression 

2.4 GHz Digital Microwave Transmission 2000mw 

Transmission Power up to 15,000ft (Open Site) 

Directional Panel Antenna  17dBi 

Bi-directional Audio Capability 

Analog PTZ Control via RS-485 wireless 
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An Essential Tool for All Surveillance Camera Installers !  

Accessories 

are 

included! 

For safety reasons, do not wear this device when climbing up or down a ladder 
because this device may impair your judgment of depth.  

AZLM401 
 
Å Can be used in sunlight unlike LCD monitors 
Å Allows you to work with your hands 
Å Allows you to easily see the camera angle/view 
Å Lightweight 
Å Built in re-chargeable battery: lasts, 4-5 hours 

LCD Micro Display Module 

Rechargeable Battery Included 

Installation 
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Rechargeable Battery Included 

AZCCTV 
 

Å LED ï backlit with 24 LEDs 
Å Highly visible sign 
Å Deters shoplifting, break ins, and crime  
Å Can be suspended by 2 rings 
Å Can be surface mounted by 2 keyhole screw holes on the back 
Å Requires a DC 12 volt 0.15A power supply/wall adapter (Included) 

Finally a visible sign for                                              

Day and Night use! 

Business Window Fitting Rooms Indoors Homes 

CCTV 
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Installation 

Vapor Barriers 
for 

maintaining 
building 

envelopes and 

protecting 
keypads, 

speakers etc. 

These flexible, 
durable, 

polypropylene 
vapor barriers meet 

all building code 
specifications and 

requirements.  
 

When used 
on interior walls, 

these barriers work 
great for keeping 
dust and debris 

away from speakers 
and keypads. 

AZIC2416 
In -Ceiling Speaker 
Vapor Barrier Back 

Bag 
(14.5"w X 12"h X 7"d)  

AZIW1624 
In -Wall  

Speaker / Cabling 
Enclosure 

Vapor Barrier Back 
Bag 

(14.5"w X 22.5"h X 3.5"d)  

AZIW1610 
In -Wall  

TouchScreen / 
Keypad/Balun/Outlet 
Vapor Barrier Back 

Bag 
(14.5"w X 10"h X 3.5"d)  

AZKP55 
In -Wall  

Keypad/Balun/Outlet 
Vapor Barrier Back 

Bag 
(5.5"w X 5.5"h X 3.5"d)  
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Round Cable 
Height :  
6mm~8mm  

Flat Wire 
Height: 
4.5mm~6.3mm  
Width :  
Below 10.3mm 

Round Cable 
Height :  
4mm~6mm  

Flat Wire 
Height: 
2.5mm~4mm  
Width :  
Below 8mm 

AZ1407 ï 200 pcs per pack 

AZS667 
 

Å Lightweight 
Å Ergonomic Grip 
Å Made for Low Voltage Cable installers 
Å Easy to use and load 
Å Can be used on Round or Flat Cables 
Å Interchangeable heads - allows you to change the staple-guide plates easily 

An Essential Tool for All                                                                   
Low Voltage Cable Installers !  

AZ1405 ï 200 pcs per pack 

Installation 

http://www.gogetcctv.com/media/catalog/product/cache/1/image/x500/e5c3f25dbe2a3021345b55270d5894a1/p/t/ptvb202p.jpg
http://www.gogetcctv.com/media/catalog/product/cache/1/image/x500/e5c3f25dbe2a3021345b55270d5894a1/p/t/ptvb202p.jpg
http://www.gogetcctv.com/media/catalog/product/cache/1/image/x500/e5c3f25dbe2a3021345b55270d5894a1/p/i/pigtail_web.jpg


Azco 
Technologies Inc. 

www.azcotechnologies.com 

Surveillance Using the latest in 

tracking technology 
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(Patented) 

 

This newly developed camera is able to detect and track human movement. 
 

With traditional cameras the subject must be within the frame of the fixed cameras view.  The Azco auto -tracking 
camera simply requires a transgression into its 180 degree surveillance zone.  Save the cost of multiple cameras , 

cables and installation that would be required to cover the same area as the Azco Auto-Tracking camera. 

 

Features:  
Å3 Modes of surveillance  

> Tracks and follows subject   

> Fixed surveillance on specified area  

> Regular panning scan of surveillance area  

ÅNo security blind spots  

ÅThe design can be used in conjunction with PIR Security System  

ÅVery easy to use ï it can be set up in minutes   

ÅTamper proof  
ÅBuilt-in relay out video trigger for DVR or Alarm, auto initiate recording   

ÅDay and night operation   

ÅBuilt-in high sensitive microphone  

ÅTwo-color damage resistant ABS plastic 

Package Includes:  
ÅTracking camera unit  

ÅAV cable (RCA jack for Audio, BNC connecter for video)  
ÅPower adapter  
ÅScrews x3  

ÅAnchors x 3  

ÅUser manual 

 

AZCCTV701 

www.azcotechnologies.com 



(Patented) 

 

 

AZCCTV701 

Model No.  AZCCTV701 

Video System NTSC / PAL  

Image Pickup Device 1/4 inch Sensor 

Effective Pixels NTSC 712 (H) x 486 (V) / PAL 704 (H) x 576 (V)  

Horizontal Resolution  NTSC 480 TVL / PAL 520 TVL  

Video Signal Out 1.0 Vp-p/ 75 ɋ 

Infrared Sensor Three Dual Element 

Video input formation  NTSC and PAL available 

Camera Day and Night Model  

Camera View Angle  F2.0 -- 52  

Sensitivity  4.6 V/Lux -sec @ 5600K 

Auto Electronic Exposure  NTSC 1/60s ð 12 us, PAL: 1/50s ð 12.5 us 

Detectable Speed 0.3 ~ 3 meter/ per sec 

White Balance Auto tracing  

Tracking Speed 0°~100° /0.5 sec 

Temperature Adj.  Automatic  

Relay Output (NC loop)  100mA 12V DC for DVR or Alarm On -resistance 14Ǹ max. 

Tamper Switch (NC loop)  100mA 12V DC for Alarm  

LED: Delay Time 1 sec. per flash/ const. 60 sec.  

Relay-On Period 0.3 sec. per flash/ delay time 10 sec. 

Camera: Video out 75ɋ 1V peak-to-peak 

Audio out  High Sensitive Microphone  

Electrical Voltage 12 V DC 

Electrical Current  300mA 

Operating Temperature  -10° ~ 50°C (14° ~ 122 °F) 

Mounting Height  2.4 to 3.2 M 

Monitoring Zone  180° (5 zones) 

Dimensions 82 x138 x70 mm (3.2x5.4x2.8 inches) (W x H x D) 

Unit Weight  190 g 

www.azcotechnologies.com 
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(Patented) 

 

This newly developed camera is able to detect and track human movement. 
 

With traditional cameras the subject must be within the frame of the fixed cameras view.  The Azco auto -tracking 
camera simply requires a transgression into its 180 degree surveillance zone.  Save the cost of multiple cameras , 

cables and installation that would be required to cover the same area as the Azco Auto-Tracking camera. 

 

Features:  
Å3 Modes of surveillance  

> Tracks and follows subject   

> Fixed surveillance on specified area  

> Regular panning scan of surveillance area  

ÅNo security blind spots  

ÅThe design can be used in conjunction with PIR Security System  

ÅVery easy to use ï it can be set up in minutes   

ÅTamper proof  
ÅBuilt-in relay out video trigger for DVR or Alarm, auto initiate recording   

ÅDay and night operation   

ÅBuilt-in high sensitive microphone  

ÅBlack 

Package Includes:  
ÅTracking camera unit  

ÅAV cable (RCA jack for Audio, BNC connecter for video)  
ÅPower adapter  
ÅScrews x3  

ÅAnchors x 3  

ÅUser manual 

 



Model No.  AZCCTV701C 

Effective Pixels NTSC 712 (H) x 486 (V) / PAL 704 (H) x 576 (V)  

Horizontal Resolution  NTSC 480 TVL / PAL 520 TVL  

Sensor Device 1/4 inch Sensor 

Video Signal Out 1.0 Vp-p/ 75 ɋ 

Infrared Sensor Three Dual Element 

Video input formation  NTSC and PAL available 

Camera View Angle F2.0 -- 52  

Sensitivity  4.6 V/Lux -sec @ 5600K 

Auto Electronic Exposure NTSC 1/60s ð 12 us, PAL: 1/50s ð 12.5 us 

Detectable Speed 0.3 ~ 3 meter/ per sec 

White Balance Auto tracing  

Tracking Speed 0°~100° /0.5 sec 

Temperature Adj.  Automatic  

Relay Output (NC loop)  50mA 12V DC for DVR or Alarm  

Tamper Switch (NC loop)  100mA 12V DC for Alarm  

LED: Delay Time 1 sec. per flash/ const. 60 sec.  

Relay-On Period 0.3 sec. per flash/ delay time 10 sec. 

Camera: Video out 75ɋ 1V peak-to-peak 

Electrical Voltage 12 V DC 

Electrical Current  500mA 

Operating Temperature -10° ~ 50°C (14° ~ 122 °F) 

Mounting Height  2.4 to 3.2 M 

Monitoring Zone  180° (5 zones) 

Dimensions 82 x138 x70 mm (3.2x5.4x2.8 inches) (W x H x D) 

Unit Weight  190 g 

www.azcotechnologies.com 

AZCCTV701C 

(Patented) 
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Technologies Inc. 

www.azcotechnologies.com 

1-877-420-AZCO 
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